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It's Compact and Lightweight ...

The Easy Dial Reg is only 4-1/4" long and
welghts a mere 7.8 0z as a result of the offset
‘gauge and new multi-spring technology.

It's User-Friendly

The unit's easily accessible flow adjustment
knob s large and knurled making flow
adjustment a cinch. even for the physically
challenged

Its Safety is Builtin ...

The Easy Dial Reg features a built-in pressure
relief valve. as well as a protected contents
gauge. The low force Viton yoke seal provides
a beter tank-to-reg seal

It's Accurate
Unique design minimizes normal flow variation
that occurs as tank pressure drops

It's Flexible & Versatile ...

Comes in two (2) body designs. yoke or nut
style, and is avallable in five (5) flow ranges
31-4000 co/min, 1/32-4 Ipm, 50-15 Ipm
and 25-25 Ipm
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Yoke Style Nut Style
(870) (540)

Position Increments.





ORDERING INFORMATION

[image: image4.jpg]Suffix Description Example

Dsos Outet DISS Oxjgen 168708DDS
DsoR Outet DISS Oxygen 90° painting down 156715DSDR
DsR Outet Hose Barb 90" pointing down 168708DSR
NG No Gauge 1687150NG

‘The Easy Dial Reg can be ordered with any one of sx (5) different color gauge protectors, green being our
standard. Different colors may be used to identiy and segregate regulatars by department When ordering,
please rememberto add a dash (-) between the regulator part number and desired color sufix. (Green gauge
quard requires no sufic)

(Ex: 168708D-Y)

Red (R) Blue(B)  Purple (P)





To place your order please contact Patrick McCarthy

Atmospheric Products and Services
17 Norris Run Court
Reisterstown, Maryland 21136
Office/Fax: 410-833-7170
Cell: 410-428-4454
Email: Patrick@apsusa.biz
